
Classroom - New Academic Block NLSIU Approved Makes - Civil Carpentry

SI NO MATERIAL APPROVED MAKES

Carpentry & False Ceiling

1 PLYWOOD - COMMERCIAL Greenply/ Century/Archid - MR grade plywoood conforming to IS 303

2 PLYWOOD - WATERPROOF Greenply/ Century/Archid - BWP grade plywoood conforming to IS 710

3 PARTICLE BOARD Tessa/Novapan/equivalent - conforming to IS 12823

4 MDF (Exterior Grade) Nuwud/ equivalent - conforming to IS 14857

5 LOCKS Dorma/Dorset. (Drawer locks - Ebco/Europa)

6 DOOR CLOSERS Dorma/Ozone

7 PATCH FITTINGS & SPIDERS Dorma/Ozone

8 LAMINATE Greenlam/Merino/Century

9 FLUSH DOORS Kutty/Jacson/Greenply

10 SCREWS Mettle Fold/GKW

11 VENEER Timex/Euro

12 HANDLES Dorma/Dorset/Ebco

13 HINGES/ HARDWARE Hettich/Hafele

14 FLOOR SPRINGS Ozone/Dorma

15 GLASS/MIRRORS Saint Gobain/Modi Float

16 FABRIC Response/ Equivalent

17 POLYESTER WADDING Reliance/ Equivalent

18 FOAM RUBBER U foam

19 PAINTS/ WOOD COATINGS Asian Paints/ ICI Dulux/ Duco

20 TEXTURED PAINTS Jotun/Asian Paints

21 VINYL FLOOR Armstrong/LG 

22 ADHESIVES Araldite/Fevicol

23 WHEEL CASTORS Reno/Classic/Nickolson

24 SLIDING CHANNELS Hafele/ Hettich (Telescopic runners)

25 POWDER COATING/VAPOUR CURE MRF

26 SUSPENDED GRID CEILING Armstrong

27 GYPSUM BOARD WITH SUSPENSION SYM India  Gypsum/ Gyproc

28 WINDOW BLINDS Vista Levellor/ Equivalent

29 ALUMINIUM SECTIONS Jindal

30 MS SECTIONS/ STEEL JSW/ TATA/ Apollo

Civil Works

31 CEMENT ACC/ Ultratech

32 SOLID CONCRETE BLOCK APCO/ Equivalent

33 LIGHT WEIGHT BLOCKS Aerocon/ Equivalent

34 SOLID WALL PANELS Aerocon/ 

35 VITRIFIED TILES Kajaria/ Johnson/ RAK/ Somany

36 CERAMIC TILES Kajaria/ Johnson/ RAK/ Somany

NOTE : 

 

CLIENT: National Law School of India University, Nagarbhavi, Bangalore

PROJECT: Proposed Classroom Interior Works of New Academic Block, NLSIU

DESCRIPTION: List of Approved Makes - Civil & Carpentry Works

ARCHITECT: Iris Global

LIST OF APPROVED MAKES FOR CIVIL, CARPENTRY AND FALSE CEILING WORKS

Wherever applicable only ISI  approved first class materials are to be used. In other cases where ISI specifications 

certifications are not available the superior range quality are to be used and all the products to be approved by the 

architects. For Equivalent materials where applicable, the contractor shall first supply a sample of the same for inspection, 

and obtain approval form Architects/ Engineers prior to usage.
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